
Demolition and Removal (Dropping and Processing of a 30m high Headgear)
Demolition and removal of existing various single storey buildings, including removal of
foundations. Demolition and removal of existing windor house and dropping of 46m high, 750 
ton steel Headgear as well as removal of concrete hard stands, tar mac roads etc. Rubble to 
vbe used to fill existing shaft as per the mines request.

Rehabilitation and Shaping Area 
Area to be shaped and levelled as per the environmental management plan to accommodate
water, drainage etc.

Asbestos Removal and Disposal
Removal of asbestos roof sheeting and asbestos fascia boards to be disposed of as per the 
health mine and safety act. Disposal certificates to be issued to ensure that the asbestos was 
delivered to a licensed hazardous landfill site. 

Escavators
• Doosan DX220 with Hydraulic Hammer and
   Bucket
• Doosan Solar 220 with Hydraulic Hammer 
   and Bucket
• Doosan DX225 with Bucket
• Caterpillar 375 with Bucket

Trucks
• 10000l Water Bowser (Dust Suppression)

Management
• 1 x Site Agent 
• 1 x Safety O�cer
• 1 x Site Clerk
• 1 x Site Storeman
• 1 x Safety Rep
• 2 x Site Foreman

Skilled Labour
• 3 x Operators
• 1 x Drivers
• 8 x Oxygen & LPG Cutters
• 8 x Working at Heights

Unskilled Labour
• 10 x Unskilled Labour

Asbestos Removal Team
• 1 x Supervisor 
• 5 x Asbestos Removal Technicians 
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